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Philips D-Line BDL4550
LoopSign Deployment Guide

The way to deploy LoopSign on your Philips D-Line screen is to utilize its built-in web player.
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1. Firmware version
To be able to use LoopSign and play MP4 video you need to have firmware version FB02.03 or higher.

If you need to update, download the firmware from this link:
https://sos.loopsign.eu/philips/BDL4550/update.zip

Update instructions:
https://sos.loopsign.eu/philips/BDL4550/xxBDL4550D latestFW.pdf

- When finished, enter the factory menu by pressing in a sequence “home 1999 return” on
the remote control.

- Select factory reset and confirm. The monitor will reboot, do an AC repower when the
monitor is started and follow now the wizard on the monitor.

2. General Settings

Initially you must make sure you have configured correct time zone, time/date and automatic on/off
schedule. Correct time/date is essential for LoopSign.

Run the first time installation guide.

Choose "English™ and click "Start".

N
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https://sos.loopsign.eu/philips/BDL4550/update.zip
https://sos.loopsign.eu/philips/BDL4550/xxBDL4550D_latestFW.pdf

In "Security Setting", click "Skip™.

urity Setting

Please select the security item to open:
SICP Network Port
FTP
ADB Over Network
SNMP
SD card/USB Extemal Storage Lock
Unknown Sources Installation
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je Display Settings

Please Select The Way to Setup:
» import Signage Display Settings from SD
\mport Signage Display Settings from USB

‘Manual Setup

In "Network Setting", choose your preferred network mode
Ethernet is highly recommended). Click "Next" and follow the onscreen instructions.

rk Setting
Please select network type:

Wi-Fi
Ethernet
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In "Clone Media Files into Internal”, click "Skip".

e Media Files into Internal

Please select clone source.
Clone media files from SD card

Clone media files from USB storage

Setup Complete!
Congratulations!

Now you can start to use.

If you would like to change, please go to Settings in Admin Mode.
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3. Configuration

Press the ""Home"™ button on the remote control to open the screen menu.

Choose "Advanced option” --> "Date and time",and set the right settings for Auto Sync via
NTP and time zone.

L J

Picture
Off timer Off

Date and time Action
Schedule Action
HDMI with One Wire off

Audio
Configuration 1
Configuration 2

Advanced option
Auto signal detection off

Language English
OSD transparency Off

Power Save Mode 1

Advanced option reset Action

Date and time
Auto Sync

Choose time zone
Amsterdam, Berlin
GMT+1:00
NTP Server 2.android.pool.ntp.org

Current date time 2022/01/04 09:13:05
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Choose "Advanced option" --> "Schedule™ and set the right settings for when the screen
should automatically turn on and off. Remember to set "Browser" and the right playlist
number as the startup input, and to enable the schedule before saving.

.

Picture
Off timer off

Date and time Action
Schedule Action
HDMI with One Wire off

Audio
Configuration 1
Configuration 2

| Advanced option
Auto signal detection off

Language English
0SD transparency off

Power Save Mode 1

Advanced option reset Action

Schedule
Schedule list
Enable
Start time 08:00
End time 21:00

Input Browser

Playlist 1
Days of the week SUN, MON,..

Every week
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Choose "Configuration 1" --> "Boot on source™ and set the right settings to make the screen
automatically boot on the right input and playlist number if it is turned on manually with the

remote.

Picture Switch on state Force on
Panel saving Action

Audio RS232 routing RS232
Action

off

“ Configuration 1 Boot on source

Configuration 2 | woL

Advanced option

Configuration1 reset Action

Factory reset Action

Boot on source
Last input
Input Browser
Playlist 1
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Press the source button on the remote, and choose "Browser".

L

UV
HDMI2

DVI-I
DisplayPort
VGA

Media Player
Browser
CMND & Play
PDF Player
Custom

Choose "Settings".

o Enable "Incognito™
It is recommended to enable automatic reload and set it for every 3 hours

Browser

1920x1080 @ 60 Hz

Browser

Settings
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Incognito
Reload

Enabla Reload
B. 0. .
[(2)] (0-59) (0-59)

Cancel

Settin

Incognito
«/ Enable

Disable

Reload
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4. Configure URL

Go back to the "Browser" main menu by pressing the return button on the remote, and click
"Compose".

Browser

1920x1080 @ 60 Hz

Browser

Compose

Settings

Define the right URL for your LoopSign screen. Note that the playlist number where you put

your URL must correspond with the playlist number set in the "Schedule™ and "Boot on
source".

For your information: Up to seven URLSs can be defined in the Browser playlist. In the "Schedule", it
is then possible to set up to seven different schedules to define different LoopSign screens/URLS to
show on the screen at different times of the day or week.

play.loopsign.eu/app/1234/123456

oK Cancel

1
2
3
5
6
7
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play.loopsign.eu/app/1234/123456
Enter Url

Enter Url
Enter Url
Enter Url
Enter Url
Enter Url

: CI;r cache

Setup complete. Please restart the screen to check that everything works.
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